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16 4 =~ 6 23 6.5 3.25 5.0 9.2 25

20 4 = 8 26 7.5 3.75 6.5 16 43

25 5 2 10 31 8.5 M3 4.25 9.0 28 78

32 6 s 14 41 12 M4 6 11.0 64 170

40 8 = 16 56 15 M5 8.5 14.0 140 370

50 12 s 22 71 18 M6 10.5 18.0 270 750

63 14 =~ 35 90 22 M8 13 24.0 530 1400

AL Characteristics table Unit : mm

Highest number Allowable Allowable axial Allowable
Torque Max. torque of rotations eccentric displacement declination
(N - m) (N - m) (rpm/min) (kg * m?) (mm) (mm) (°)

12 0.2 0.4 12000 7.8x10° 0.10 =0k 2
16 0.3 0.6 9500 3.4x107 0.10 *0.4
20 0.5 1.0 7600 9.1x107 0.10 *0.4
25 1.0 2.0 6100 2.6%X10° 0.15 2EQS
32 2.0 4.0 4800 9.7x10°® 0.15 =015
40 5.0 10.0 3800 3.3X10° 0.20 2EQE
50 10.0 20.0 3100 1.0x10* 0.20 QS
63 20.0 40.0 2400 3.2x10%* 0.20 QS
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SUS Characteristics table Unit : mm

Highest number S Allowable Allowable axial Allowable

D e L el of rotations Moment of inertia eccentric displacement declination

(N - m) (N - m) (rpm/min) (kg - m?) (mm) (mm) ()

12 0.3 0.6 12000 2.2%x107 0.10 +0.2 2

16 0.5 1.0 9500 9.0%x107 0.10 2203 2

20 1.0 2.0 7600 25%107° 0.10 *0.3 2

25 2.0 4.0 6100 7.1%x10°® 0.15 *04 2

32 35 7.0 4800 27%107° 0.15 *0.5 2

40 8.0 16.0 3800 9.0%x107° 0.20 *05 2

50 15.0 30.0 3100 2.8x107* 0.20 *0.5 2

63 35.0 70.0 2400 8.8x10™* 0.20 *0.5 2
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